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Id Number Title Year Organization Page
1 120-21 Procedural Guide for Creation, Publication and Maintenance of Technical Documents Published by the Fenestration and

Glazing Industry Alliance (FGIA)
2021 AAMA  

2 1801-21 Voluntary Specification for the Acoustical Rating of Exterior Windows, Doors, Skylights and Glazed Wall Sections 2021 AAMA  
3 2400-21 Standard Practice for Installation of Windows with a Mounting Flange in Wood-Frame Construction Using Exterior Barrier

Methods
2021 AAMA  

4 2603-21 Voluntary Specification, Performance Requirements and Test Procedures for Pigmented Organic Coatings on Aluminum
Extrusions and Panels

2021 AAMA  

5 2604-21 Voluntary Specification, Performance Requirements and Test Procedures for High Performance Organic Coatings on
Aluminum Extrusions and Panels

2021 AAMA  

6 502-21 Voluntary Specification for Field Testing of Newly Installed Fenestration Products 2021 AAMA  
7 623-21 Voluntary Specification, Performance Requirements and Test Procedures for Organic Coatings on Fiber Reinforced

Thermoset Profiles
2021 AAMA  

8 664-21 Voluntary Specification for In-Process Quality Control Requirements for Applicators of Synthetic Interior and Exterior
Laminates to Substrates of: Cellulosic Composite, Cellular Polyvinyl Chloride (PVC), Fiber Reinforced Thermoset,
Finished Aluminum, Rigi

2021 AAMA  

9 703-11 Voluntary Specifications for Non-Integral Door Bottom Weatherseals 2021 AAMA  
10 904-21 Specification for Multi-Bar Hinges in Window Applications 2021 AAMA  
11 906-21 Specification for Sliding Door and Lift and Slide Roller Assemblies 2021 AAMA  
12 FCD-21 Finishes Comparison Document û GENERAL BUNDLE 2021 AAMA  
13 TIR A18-21 Structural Test Deflection and Permanent Deformation Gauge Placement for Fixed and Compression Seal Windows 2021 AAMA  
14 IGMA TM-

3200-21
Design Considerations for IG Unit Cavity Pressure Compensation 2021 AAMA  

15 TIR A17-20 Structural Test Deflection and Permanent Deformation Gauge Placement for Single-Point Lock Side-Hinged Door Systems 2020 AAMA  
16 TIR A14-20 Fenestration Anchorage Guidelines 2020 AAMA  
17 TIR A9-14 Design Guide for Metal Cladding Fasteners 2020 AAMA  
18 PSSG-20 Selection and Application Guide for Plastic Glazed Skylights and Sloped Glazing 2020 AAMA  
19 SKY-3-20 Skylight Selection and Daylighting Design Guide including Unit Skylights, Tubular Daylight Devices (TDD) and Sloped

Glazing
2020 AAMA  

20 711-20 Specification for Self-Adhering Flashing Used for Installation of Exterior Wall Fenestration Products 2020 AAMA  
21 614-20 Voluntary Specification, Performance Requirements and Test Procedures for High Performance Organic Coatings on

Plastic Profiles
2020 AAMA  

22 615-20 Voluntary Specification, Performance Requirements and Test Procedures for Superior Performing Organic Coatings on
Plastic Profiles

2020 AAMA  

23 851-20 Fenestration Sealants Guide for Windows, Window Walls and Curtain Walls 2020 AAMA  
24 624-20 Voluntary Specification, Performance Requirements and Test Procedures for High Performance Organic Coatings on Fiber

Reinforced Thermoset Profiles
2020 AAMA  

25 625-20 Voluntary Specification, Performance Requirements and Test Procedures for Superior Performance Organic Coatings on
Fiber Reinforced Thermoset Profiles

2020 AAMA  

26 613-20 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 2020 AAMA  



27 612-20 Voluntary Specification, Performance Requirements, and Test Procedures for Combined Coatings of Anodic Oxide and
Transparent Organic Coatings on Architectural Aluminum

2020 AAMA  

28 611-20 Voluntary Specification for Anodized Architectural Aluminum 2020 AAMA  
29 504-20 Voluntary Laboratory Test Method to Qualify Vertical Fenestration Installation Procedures 2020 AAMA  
30 2501-20 Voluntary Guideline for Engineering Analysis of Anchorage Systems for Fenestration Products Included in NAFS 2020 AAMA  
31 2400-20 Standard Practice for Installation of Windows with a Mounting Flange in Wood-Frame Construction Using Exterior Barrier

Methods
2020 AAMA  

32 2605-20 Voluntary Specification, Performance Requirements and Test Procedures for Superior Performing Organic Coatings on
Aluminum Extrusions and Panels

2020 AAMA  

33 2710-20 Guidelines for the Full Frame Replacement of Windows without Removal of External Brick Veneer 2020 AAMA  
34 450-20 Performance Rating Method for Mulled Combination Assemblies, Composite Units, and Other Mulled Fenestration

Systems
2020 AAMA  

35 501.9-19 Surface Temperature Assessment for Condensation Evaluation of Exterior Wall Systems 2019 AAMA  
36 303-19 Voluntary Specification for Rigid Polyvinyl Chloride (PVC) Exterior Profiles 2019 AAMA  
37 2502-19 Comparative Analysis Procedure for Window and Door Products 2019 AAMA  
38 2100-19 Specifications for Sunrooms (AAMA/NSA) 2019 AAMA  
39 515-19 Voluntary Procedure for Determination of Fenestration Surface Temperatures by THERM Finite Element Modeling 2019 AAMA  
40 812-19 Voluntary Practice for Assessment of Frame Deflection When Using One Component Polyurethane Foams for Air-Sealing

Rough Openings of Fenestration Installations
2019 AAMA  

41 813-19 Voluntary Specification and Test Methods for Adhesives Used in Simulated Divided Lites 2019 AAMA  
42 714-19 Voluntary Specification for Liquid Applied Flashing Used to Create a Water-Resistive Seal around Exterior Wall Openings

in Buildings
2019 AAMA  

43 PSSG-19 Selection and Application Guide for Plastic Glazed Skylights and Sloped Glazing 2019 AAMA  
44 GDSG-19 Glass Design Guide for Sloped Glazing and Skylights 2019 AAMA  
45 CWM-19 Curtain Wall Manual 2019 AAMA  
46 IGMA TB-

1250-19
IGMA/NGA PIB Primary Sealant in Insulating Glass Units 2019 AAMA  

47 TIR A16-19 Design of Exterior Shading Devices 2019 AAMA  
48 IGMA TM-

4500-16(19)
IGMA Quality Manual for the Fabrication of IGUs to the ISO 9001:2015 Standard 2019 AAMA  

49 IGMA TM-
4510-18(19)

IGMA Quality Procedures for the Manufacturing of IGUs to the ISO 9001:2015 Standard 2019 AAMA  

50 IGMA TM-
4510-189(19)

NULL 2019 AAMA  

51 IGMA TM-
4520-19

IGMA Quality Control Forms for the Fabrication of IGUs to the ISO 9001:2015 Standard 2019 AAMA  

52 IGMA TB-
2700-18

Sealant Adhesion Test 2018 AAMA  

53 IGMA TM-
4400-18

Voluntary Guidelines for IGU Cavity Width Manufacturing Tolerances 2018 AAMA  

54 IGMA TB-
1800-18

Unsupported Edge Conditions of IGU's 2018 AAMA  

55 Technical
Interpretation

Technical Interpretation 2018 AAMA  

56 CMR-1-18 Guidelines for Development of Color Measurement Requirements 2018 AAMA  
57 1506-18 Voluntary Test Method for Laboratory Heat Build-Up Effects on Fenestration Products 2018 AAMA  



58 1304-18 Voluntary Specification for Determining Forced Entry Resistance of Side-Hinged Door Systems 2018 AAMA  
59 305-18 Voluntary Specification for Fiber Reinforced Thermoset Profiles 2018 AAMA  
60 501.6-18 Recommended Dynamic Test Method for Determining the Seismic Drift Causing Glass Fallout from Window Wall,

Curtain Wall and Storefront Systems
2018 AAMA  

61 501.4-18 Recommended Static Test Method for Evaluating Window Wall, Curtain Wall and Storefront Systems Subjected to
Seismic and Wind-Induced Inter-Story Drift

2018 AAMA  

62 501.7-17 Recommended Static Test Method for Evaluating Windows, Window Wall, Curtain Wall and Storefront Systems Subjected
to Vertical Inter-Story Movements

2017 AAMA  

63 501.1-17 Standard Test Method for Water Penetration of Windows, Curtain Walls and Doors Using Dynamic Pressure 2017 AAMA  
64 101/I.S.2-17 NULL 2017 AAMA  
65 1701.2-17 Voluntary Standard for Utilization in Manufactured Housing for Primary Windows and Sliding Glass Doors 2017 AAMA  
66 1702.2-17 Swinging Exterior Passage Door Voluntary Standard for Utilization in Man. Housing 2017 AAMA  
67 1704-17 Voluntary Standard Egress Window Systems for Utilization in Manufactured Housing 2017 AAMA  
68 925-17 Specification for Determining the Vertical Loading Resistance of Side-Hinged Door Leaves 2017 AAMA  
69 505-17 Dry Shrinkage and Composite Performance Thermal Cycling Test Procedure (Editorially Revised) 2017 AAMA  
70 613-17a Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 2017 AAMA  
71 633-17a Voluntary Specification, Performance Requirements and Test Procedures for Exterior Stain Finishes on Wood, Cellulosic

Composites and Fiber Reinforced Thermoset Window and Door Components
2017 AAMA  

72 SSGDG-1-17 Structural Silicone Glazing (SSG) Design Guidelines 2017 AAMA  
73 PSSG-16 Selection and Application Guide for Plastic Glazed Skylights and Sloped Glazing 2016 AAMA  
74 IGMA TB-

1200-83(16)
Guidelines for Insulating Glass Dimensional Tolerances 2016 AAMA  

75 IGMA TM-
3000-90(16)

North American Glazing Guidelines for Sealed Insulating Glass Units for Commercial & Residential Use 2016 AAMA  

76 643-16 Voluntary Specification, Performance Requirements and Test Procedures for Solar Reflective Finishes 2016 AAMA  
77 506-16 Voluntary Specifications for Impact and Cycle Testing of Fenestration Products 2016 AAMA  
78 514-16 Standard Test Method for Static Loading and Impact on Exterior Shading Devices 2016 AAMA  
79 CMR-1-16 Guidelines for Development of Color Measurement Requirements 2016 AAMA  
80 902-16 Voluntary Specification for Sash Balances 2016 AAMA  
81 908-16 Voluntary Specification for Friction Based Sash Balances 2016 AAMA  
82 910-16 Voluntary _Life Cycle_ Specifications and Test Methods for AW Class Architectural Windows and Doors 2016 AAMA  
83 920-16 Specification for Operating Cycle Performance of Side-Hinged Exterior Door Systems 2016 AAMA  
84 800-16 Voluntary Specifications and Test Methods for Sealants 2016 AAMA  
85 901-16 Voluntary Specification for Rotary & Linear Operators in Window Applications 2016 AAMA  
86 500-16 Standard Practice for the Installation of Mounting Flange Windows into Walls Utilizing Foam Plastic Insulating Sheathing

(FPIS) with a Separate Water-Resistive Barrier (WRB)
2016 AAMA  

87 307-16 Voluntary Specification for Laminates Intended for Use on AAMA Certified Profiles 2016 AAMA  
88 308-16 Voluntary Specification for Cellular Polyvinyl Chloride (PVC) Exterior Profiles 2016 AAMA  
89 501-15 Methods of Test for Exterior Walls 2015 AAMA  
90 501.2-15 Quality Assurance and Diagnostic Water Leakage Field Check of Installed Storefronts, Curtain Walls, and Sloped Glazing

Systems
2015 AAMA  

91 907-15 Voluntary Specification for Corrosion Resistant Coatings on Carbon Steel Components 2015 AAMA  
92 CW-10-15 Care and Handling of Architectural Aluminum from Shop to Site 2015 AAMA  
93 AFPA-1-15 Anodic Finishes/Painted Aluminum 2015 AAMA  



94 CRS-15 A Comparison of Condensation Rating Systems for Fenestration 2015 AAMA  
95 507-15 Standard Practice for Determining the Thermal Performance Characteristics of Fenestration Systems Installed in

Commercial Buildings
2015 AAMA  

96 505-15 Dry Shrinkage and Composite Performance Thermal Cycling Test Procedure (Editorially Revised) 2015 AAMA  
97 609 & 610-15 Cleaning and Maintenance Guide for Architecturally Finished Aluminum 2015 AAMA  
98 IGMA TB-

2600-15
Vacuum Insulating Glass 2015 AAMA  

99 TIR A11-15 Maximum Allowable Deflection of Framing Systems for Building Cladding Components at Design Wind Loads 2015 AAMA  
100 TIR A1-15 Sound Control for Fenestration Products 2015 AAMA  
101 TIR A15-14 Overview of Design Wind Load Determination for Fenestration Systems 2014 AAMA  
102 IGMA TB-

1601-95(14)
NULL 2014 AAMA  

103 TIR A9-14 Design Guide for Metal Cladding Fasteners 2014 AAMA  
104 SFM-1-14 Aluminum Storefront and Entrance Manual 2014 AAMA  
105 IGMA TB-

3001-14
NULL 2014 AAMA  

106 IGMA TM-
1500-14

Guidelines to Reduce Instances of Thermal Stress 2014 AAMA  

107 663-14 Voluntary Specification for In-Process Quality Control Requirements for Applicators of Organic Coatings to Polyvinyl
Chloride (PVC) Exterior Profiles

2014 AAMA  

108 503-14 Voluntary Specification for Field Testing of Newly Installed Metal Storefronts, Curtain Walls and Sloped Glazing Systems 2014 AAMA  
109 501.8-14 Standard Test Method for Determination of Resistance to Human Impact of Window Systems Intended for Use in

Psychiatric Applications
2014 AAMA  

110 508-14 Voluntary Test Method and Specification for Pressure Equalized Rain Screen Wall Cladding Systems 2014 AAMA  
111 509-14 Voluntary Test and Classification Method for Drained and Back Ventilated Rain Screen Wall Cladding Systems 2014 AAMA  
112 510-14 Voluntary Guide Specification for Blast Hazard Mitigation for Fenestration Systems 2014 AAMA  
113 513-14 Standard Laboratory Test Method for Determination of Forces and Motions Required to Activate Operable Parts of

Operable Windows and Doors in Accessible Spaces
2014 AAMA  

114 712-14 Voluntary Specification for Mechanically Attached Flexible Flashing 2014 AAMA  
115 312-14 Voluntary Specification for the Lamination of Wood and Cellulosic Composite Materials Intended for Use on AAMA

Certified Profiles
2014 AAMA  

116 1607-14 Installation Guidelines for Unit Skylights 2014 AAMA  
117 2410-13 Standard Practice for Installation of Windows with an Exterior Flush Fin Over an Existing Window Frame 2013 AAMA  
118 400-13 Standard Practice for the Installation of Exterior Doors in Surface Barrier Masonry Construction for Extreme Wind/Water

Exposure
2013 AAMA  

119 309-13 Standard Specification for Classification of Rigid Thermoplastic/Cellulosic Composite Materials 2013 AAMA  
120 311-13 Voluntary Specification for Rigid Thermoplastic Cellulosic Composite Fenestration Exterior Profiles 2013 AAMA  
121 925-13 Specification for Determining the Vertical Loading Resistance of Side-Hinged Door Leaves 2013 AAMA  
122 AG-13 AAMA Glossary 2013 AAMA  
123 912-13 Voluntary Specification for Non-Residential Fenestration Building Information Modeling (BIM) 2013 AAMA  
124 909-13 Voluntary Specification for Cycle Performance and Testing of Side-Hinged Exterior Door Multipoint Locking Hardware 2013 AAMA  
125 613-13 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 2013 AAMA  
126 IGMA TM-

1300-13
Design Considerations for Multiple-Cavity Insulating Glass Unit 2013 AAMA  



127 IGMA TR-
1400-13

Language of Sealed Insulating Glass Units 2013 AAMA  

128 TIR A13-13 Recommended Static Water Test Pressures in Non-Hurricane-Prone Regions of the United States 2013 AAMA  
129 QAG-2-12 Voluntary Quality Assurance Processing Guide for Polyamide Thermal Barriers 2012 AAMA  
130 CW-RS-1-12 The Rain Screen Principle and Pressure Equalized Wall Design 2012 AAMA  
131 513-12 Standard Laboratory Test Method for Determination of Forces and Motions Required to Activate Operable Parts of

Operable Windows and Doors in Accessible Spaces
2012 AAMA  

132 507-12 Standard Practice for Determining the Thermal Performance Characteristics of Fenestration Systems Installed in
Commercial Buildings

2012 AAMA  

133 520-12 Voluntary Specification for Rating the Severe Wind-Driven Rain Resistance of Windows, Doors and Unit Skylights (+
Addendum)

2012 AAMA  

134 903-12 Voluntary Standard for Performance Testing of Handle Sets used with Multipoint Hardware on Side-Hinged Doors 2012 AAMA  
135 CW-10-12 Care and Handling of Architectural Aluminum from Shop to Site 2012 AAMA  
136 310-12 Voluntary Specifications for Reinforced Thermoplastic Fenestration Exterior Profile Extrusions 2012 AAMA  
137 300-12 Standard Practice for the Installation of Exterior Doors in Wood Frame Construction for Extreme Wind/Water Exposure 2012 AAMA  
138 501.8-12 Standard Test Method for Determination of Resistance to Human Impact of Window Systems Intended for Use in

Psychiatric Applications
2012 AAMA  

139 2100-12 Specifications for Sunrooms (AAMA/NSA) 2012 AAMA  
140 200-12 Standard Practice for the Installation of Windows with Frontal Flanges for Surface Barrier Masonry Construction for

Extreme Wind/Water Conditions
2012 AAMA  

141 100-12 Standard Practice for the Installation of Windows with Flanges or Mounting Fins in Wood Frame Construction for Extreme
Wind/Water Conditions

2012 AAMA  

142 1002-11 Voluntary Specification for Secondary Storm Products for Windows and Sliding Glass Doors 2011 AAMA  
143 101/I.S.2-11

UG
NULL 2011 AAMA  

144 101/I.S.2-11 NULL 2011 AAMA  
145 1102-11 Voluntary Specification for Side-Hinged Secondary Storm Doors 2011 AAMA  
146 2100-11 Specifications for Sunrooms (AAMA/NSA) 2011 AAMA  
147 501.7-11 Recommended Static Test Method for Evaluating Windows, Window Wall, Curtain Wall and Storefront Systems Subjected

to Vertical Inter-Story Movements
2011 AAMA  

148 920-11 Specification for Operating Cycle Performance of Side-Hinged Exterior Door Systems 2011 AAMA  
149 813-11 Voluntary Specification and Test Methods for Adhesives Used in Simulated Divided Lites 2011 AAMA  
150 701/702-11 Voluntary Specification for Pile Weatherstripping and Replaceable Fenestration Weatherseals 2011 AAMA  
151 512-11 Voluntary Specifications for Tornado Hazard Mitigating Fenestration Products 2011 AAMA  
152 TIR A7-11 Design for Energy Conservation with Skylights 2011 AAMA  
153 WSG-11 Window and Door Selection Guide 2011 AAMA  
154 IGMA TB-

1400-91(11)
NULL 2011 AAMA  

155 TIR A14-10 Fenestration Anchorage Guidelines 2010 AAMA  
156 812-04 Voluntary Practice for Assessment of Single Component Aerosol Expanding Polyurethane Foams for Sealing Rough

Openings of Fenestration Installations
2010 AAMA  

157 910-10 Voluntary _Life Cycle_ Specifications and Test Methods for AW Class Architectural Windows and Doors 2010 AAMA  
158 450-10 Performance Rating Method for Mulled Combination Assemblies, Composite Units, and Other Mulled Fenestration

Systems
2010 AAMA  

159 320-10 General Guidelines for Troubleshooting Welded Thermoplastic Corners 2010 AAMA  



160 313-10 Voluntary Specification for Molded Aliphatic Polyurethane Elastomer Frame Materials 2010 AAMA  
161 2400-10 Standard Practice for Installation of Windows with a Mounting Flange in Wood-Frame Construction Using Exterior Barrier

Methods
2010 AAMA  

162 200-09 Standard Practice for the Installation of Windows with Frontal Flanges for Surface Barrier Masonry Construction for
Extreme Wind/Water Conditions

2009 AAMA  

163 1505-09 Voluntary Test Methods for Thermal Performance of Fenestration Products with Multiple Glazing Options 2009 AAMA  
164 1503-09 Voluntary Test Method for Thermal Transmittance and Condensation Resistance of Windows, Doors and Glazed Wall

Sections
2009 AAMA  

165 1402-09 Standard Specifications for Aluminum Siding, Soffit and Fascia 2009 AAMA  
166 501.2-09 Quality Assurance and Diagnostic Water Leakage Field Check of Installed Storefronts, Curtain Walls, and Sloped Glazing

Systems
2009 AAMA  

167 501.4-09 Recommended Static Test Method for Evaluating Window Wall, Curtain Wall and Storefront Systems Subjected to
Seismic and Wind-Induced Inter-Story Drift

2009 AAMA  

168 851-09 Fenestration Sealants Guide for Windows, Window Walls and Curtain Walls 2009 AAMA  
169 505-09 Dry Shrinkage and Composite Performance Thermal Cycling Test Procedure (Editorially Revised) 2009 AAMA  
170 TIR A12-09 Airflow Through Integral Ventilating Systems/Devices 2009 AAMA  
171 TIR A13-09 Recommended Static Water Test Pressures in Non-Hurricane-Prone Regions of the United States 2009 AAMA  
172 QAG-1-09 Quality Assurance Processing & Monitoring Guide for Poured and Debridged Polyurethane Thermal Barriers 2009 AAMA  
173 IGMA TM-

3100-09
Voluntary Guidelines for the Identification of Visual Obstructions in the Airspace of Insulating Glass Units 2009 AAMA  

174 IPCB-08 AAMA Standard Practice for the Installation of Windows and Doors in Commercial Buildings 2008 AAMA  
175 502-08 Voluntary Specification for Field Testing of Newly Installed Fenestration Products 2008 AAMA  
176 511-08 Voluntary Guideline for Forensic Water Penetration Testing of Fenestration Products 2008 AAMA  
177 613-08 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 2008 AAMA  
178 713-08 Voluntary Test Method to Determine Chemical Compatibility of Sealants and Self-Adhered Flexible Flashings 2008 AAMA  
179 101/I.S.2-08 NULL 2008 AAMA  
180 100-07 Standard Practice for the Installation of Windows with Flanges or Mounting Fins in Wood Frame Construction for Extreme

Wind/Water Conditions
2007 AAMA  

181 2001-07 Voluntary Specifications for Residential Translucent Sloped Glazing Systems 2007 AAMA  
182 501.5-07 Test Method for Thermal Cycling of Exterior Walls 2007 AAMA  
183 304-07 Voluntary Specification for Acrylonitrile-Butadiene-Styrene (ABS) Exterior Profiles Capped with ASA or ASA/PVC

Blends
2007 AAMA  

184 2502-07 Comparative Analysis Procedure for Window and Door Products 2007 AAMA  
185 925-07 Specification for Determining the Vertical Loading Resistance of Side-Hinged Door Leaves 2007 AAMA  
186 507-07 Standard Practice for Determining the Thermal Performance Characteristics of Fenestration Systems Installed in

Commercial Buildings
2007 AAMA  

187 IGMA TM-
4000-02(07)

Insulating Glass Manufacturing Quality Procedures 2007 AAMA  

188 510-06 Voluntary Guide Specification for Blast Hazard Mitigation for Fenestration Systems 2006 AAMA  
189 450-06 Performance Rating Method for Mulled Combination Assemblies, Composite Units, and Other Mulled Fenestration

Systems
2006 AAMA  

190 2501-06 Voluntary Guideline for Engineering Analysis of Anchorage Systems for Fenestration Products Included in NAFS 2006 AAMA  
191 110-06 Verification Program for Sealed Insulating Glass Thermal Performance Data Library 2006 AAMA  
192 101/I.S.2-05 NULL 2005 AAMA  



193 501.1-05 Standard Test Method for Water Penetration of Windows, Curtain Walls and Doors Using Dynamic Pressure 2005 AAMA  
194 501-05 Methods of Test for Exterior Walls 2005 AAMA  
195 2605-05 Voluntary Specification, Performance Requirements and Test Procedures for Superior Performing Organic Coatings on

Aluminum Extrusions and Panels
2005 AAMA  

196 2604-05 Voluntary Specification, Performance Requirements and Test Procedures for High Performance Organic Coatings on
Aluminum Extrusions and Panels

2005 AAMA  

197 320-05 General Guidelines for Troubleshooting Welded Thermoplastic Corners 2005 AAMA  
198 312-05 Voluntary Specification for the Lamination of Wood and Cellulosic Composite Materials Intended for Use on AAMA

Certified Profiles
2005 AAMA  

199 307-05 Voluntary Specification for Laminates Intended for Use on AAMA Certified Profiles 2005 AAMA  
200 504-05 Voluntary Laboratory Test Method to Qualify Vertical Fenestration Installation Procedures 2005 AAMA  
201 613-05 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 2005 AAMA  
202 IGMA TB-

1201-89-05
NULL 2005 AAMA  

203 TIR A8-04 Structural Performance of Composite Thermal Barrier Framing Systems 2004 AAMA  
204 TSGG-04 Two-Sided Structural Glazing Guidelines for Aluminum Framed Skylights 2004 AAMA  
205 TIR A1-04 Sound Control for Fenestration Products 2004 AAMA  
206 TIR A11-04 Maximum Allowable Deflection of Framing Systems for Building Cladding Components at Design Wind Loads 2004 AAMA  
207 CW-RS-1-04 The Rain Screen Principle and Pressure Equalized Wall Design 2004 AAMA  
208 CW-10-04 Care and Handling of Architectural Aluminum from Shop to Site 2004 AAMA  
209 309-04 Standard Specification for Classification of Rigid Thermoplastic/Cellulosic Composite Materials 2004 AAMA  
210 306-04 Voluntary Specification for Rigid PVC Exterior Plank Profiles Used for Decking and Dock Walking Surface 2004 AAMA  
211 307-04 Voluntary Specification for Laminates Intended for Use on AAMA Certified Profiles 2004 AAMA  
212 1607-04 Installation Guidelines for Unit Skylights 2004 AAMA  
213 2410-03 Standard Practice for Installation of Windows with an Exterior Flush Fin Over an Existing Window Frame 2003 AAMA  
214 203-03 Procedural Guide: Window Inspection and Notification system (WINS) 2003 AAMA  
215 309-03 Standard Specification for Classification of Rigid Thermoplastic/Cellulosic Composite Materials 2003 AAMA  
216 501.2-03 Quality Assurance and Diagnostic Water Leakage Field Check of Installed Storefronts, Curtain Walls, and Sloped Glazing

Systems
2003 AAMA  

217 920-03 Specification for Operating Cycle Performance of Side-Hinged Exterior Door Systems 2003 AAMA  
218 925-03 Specification for Determining the Vertical Loading Resistance of Side-Hinged Door Leaves 2003 AAMA  
219 507-03 Standard Practice for Determining the Thermal Performance Characteristics of Fenestration Systems Installed in

Commercial Buildings
2003 AAMA  

220 IGMA TM-
4100-03

Preventing Insulating Glass Failures 2003 AAMA  

221 TIR A1-02 Sound Control for Fenestration Products 2002 AAMA  
222 613-02 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 2002 AAMA  
223 609 & 610-02 Cleaning and Maintenance Guide for Architecturally Finished Aluminum 2002 AAMA  
224 621-02 Voluntary Specifications for High Performance Organic Coatings on Coil Coated Architectural Hot Dipped Galvanized

(HDG) and Zinc-Aluminum Coated Steel Substrates
2002 AAMA  

225 2400-02 Standard Practice for Installation of Windows with a Mounting Flange in Wood-Frame Construction Using Exterior Barrier
Methods

2002 AAMA  

226 101/I.S.2-02 NULL 2002 AAMA  



227 501.4-00 &
501.6-01

Recommended Static Testing Method for Evaluating Curtain Wall and Storefront Systems Subjected to Seismic and Wind
Induced Interstory Drift

2001 AAMA  

228 307-01 Voluntary Specification for Laminates Intended for Use on AAMA Certified Profiles 2001 AAMA  
229 507-01 Standard Practice for Determining the Thermal Performance Characteristics of Fenestration Systems Installed in

Commercial Buildings
2001 AAMA  

230 IGMA TM-
6000-01

Technical Manual for Acoustical Glass Design 2001 AAMA  

231 IGMA TB-
3001-01

Guidelines for Sloped Glazing 2001 AAMA  

232 TIR A12-00 Airflow Through Integral Ventilating Systems/Devices 2000 AAMA  
233 450-00 Performance Rating Method for Mulled Combination Assemblies, Composite Units, and Other Mulled Fenestration

Systems
2000 AAMA  

234 107-99 Guidelines for Laboratory Accreditation for Impact and Cycling Testing 1999 AAMA  
235 501.5-98 Test Method for Thermal Cycling of Exterior Walls 1998 AAMA  
236 304-98 Voluntary Specification for Acrylonitrile-Butadiene-Styrene (ABS) Exterior Profiles Capped with ASA or ASA/PVC

Blends
1998 AAMA  

237 505-98 Dry Shrinkage and Composite Performance Thermal Cycling Test Procedure (Editorially Revised) 1998 AAMA  
238 603-98 Pigmented Organic Coatings on Aluminum Extrusions and Panels 1998 AAMA  
239 611-98 Voluntary Specification for Anodized Architectural Aluminum 1998 AAMA  
240 613-98 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 1998 AAMA  
241 QAG-1-98 Quality Assurance Processing & Monitoring Guide for Poured and Debridged Polyurethane Thermal Barriers 1998 AAMA  
242 GAG-1-97 Glass and Glazing 1997 AAMA  
243 CW-10-97 Care and Handling of Architectural Aluminum from Shop to Site 1997 AAMA  
244 TIR A4-97 Recommended Glazing Guidelines for Reflective Insulating Glass 1997 AAMA  
245 613-97 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 1997 AAMA  
246 101/I.S.2-97 NULL 1997 AAMA  
247 1504-97 Voluntary Standard for Thermal Performance of Windows, Doors and Glazed Wall Sections 1997 AAMA  
248 613-96 Voluntary Performance Requirements and Test Procedures for Organic Coatings on Plastic Profiles 1996 AAMA  
249 CW-DG-1-96 Aluminum Curtain Wall Design Guide Manual 1996 AAMA  
250 CW-RS-1-96 The Rain Screen Principle and Pressure Equalized Wall Design 1996 AAMA  
251 IGMA TR-

1401-96
NULL 1996 AAMA  

252 IGMA TR-
3401-96

Preventing Glass Breakage During IG Design, Manufacture, Transport, Installation and Use 1996 AAMA  

253 IGMA TB-
2701-95

Guidelines for the Testing of Moisture Vapor Transmission Rate (MVTR) and the Presentation of the Results 1995 AAMA  

254 IGMA TB-
2802-95

NULL 1995 AAMA  

255 1701.2-95 Voluntary Standard for Utilization in Manufactured Housing for Primary Windows and Sliding Glass Doors 1995 AAMA  
256 101-95 Voluntary Specification for Aluminum and Poly (Vinyl Chloride) (PVC) Hinged Egress Windows 1995 AAMA  
257 501.2-94 Quality Assurance and Diagnostic Water Leakage Field Check of Installed Storefronts, Curtain Walls, and Sloped Glazing

Systems
1994 AAMA  

258 501.3-94 Field Check of Water and Air Leakage Through Installed Exterior Windows, Curtain Walls, and Doors by Uniform Air
Pressure Difference (part of 501-94)

1994 AAMA  

259 501.1-94 Standard Test Method for Water Penetration of Windows, Curtain Walls and Doors Using Dynamic Pressure 1994 AAMA  



260 501-94 Methods of Test for Exterior Walls 1994 AAMA  
261 609-93 Voluntary Guide Specification for Cleaning and Maintenance of Architectural Anodized Aluminum 1993 AAMA  
262 910-93 Voluntary _Life Cycle_ Specifications and Test Methods for AW Class Architectural Windows and Doors 1993 AAMA  
263 1601-93 Voluntary Load Bearing Specification for Plastic Skylight Domes 1993 AAMA  
264 800-92 Voluntary Specifications and Test Methods for Sealants 1992 AAMA  
265 611-92 Voluntary Specification for Anodized Architectural Aluminum 1992 AAMA  
266 603.8-92 Voluntary Performance Requirements & Test Procedures for Pigmented Organic Coatings on Extruded Aluminum 1992 AAMA  
267 AFPA-91 Anodic Finishes/Painted Aluminum 1991 AAMA  
268 JS-91 Joint Sealants 1991 AAMA  
269 TSGG-91 Two-Sided Structural Glazing Guidelines for Aluminum Framed Skylights 1991 AAMA  
270 TIR A9-91 Design Guide for Metal Cladding Fasteners 1991 AAMA  
271 IGMA TB-

2403-91
NULL 1991 AAMA  

272 IGMA TB-
1600-90

NULL 1990 AAMA  

273 TIR A8-90 Structural Performance of Composite Thermal Barrier Framing Systems 1990 AAMA  
274 IGMA TM-

2400-76 (90)
NULL 1990 AAMA  

275 901.1-90 Specification for Sash Balances 1990 AAMA  
276 IGMA TB-

1205-89
NULL 1989 AAMA  

277 MCWM-1-89 Metal Curtain Wall Manual 1989 AAMA  
278 DDGA-1-89 Daylighting Design Guidelines for Roof Glazing in Atrium Spaces 1989 AAMA  
279 CWG-1-89 Installation of Aluminum Curtain Walls 1989 AAMA  
280 SHDG-1-88 Skylight Handbook Design Guidelines 1988 AAMA  
281 902.2-87 Sash Balances 1987 AAMA  
282 1402-86 Standard Specifications for Aluminum Siding, Soffit and Fascia 1986 AAMA  
283 CW-13-85 Structural Sealant Glazing Systems 1985 AAMA  
284 603.8-85 Voluntary Performance Requirements & Test Procedures for Pigmented Organic Coatings on Extruded Aluminum 1985 AAMA  
285 609.1-85 Voluntary Guide Specification for Cleaning and Maintenance of Architectural Anodized Aluminum 1985 AAMA  
286 CW-11-85 Design Wind Loads for Buildings and Boundary Layer Wind Tunnel Testing 1985 AAMA  
287 IGMA TM-

2301-85
NULL 1985 AAMA  

288 CW-12-84 Structural Properties of Glass 1984 AAMA  
289 GS-001-84 Voluntary Guide Specifications for Aluminum Architectural Windows 1984 AAMA  
290 904.1-84 Friction Hinges 1984 AAMA  
291 501-83 Methods of Test for Exterior Walls 1983 AAMA  
292 TIR A7-83 Design for Energy Conservation with Skylights 1983 AAMA  
293 IGMA TM-

2000-76 (82)
NULL 1982 AAMA  

294 CW-10-82 Care and Handling of Architectural Aluminum from Shop to Site 1982 AAMA  
295 1403.3-81 Installation Specifications for Residential Aluminum Siding 1981 AAMA  



296 IGMA TM-
2100-78-81

NULL 1981 AAMA  

297 TIR A6-81 Design for Energy Conservation with Skylights 1981 AAMA  
298 603.8-80 Voluntary Performance Requirements & Test Procedures for Pigmented Organic Coatings on Extruded Aluminum 1980 AAMA  
299 610.1-79 Voluntary Guide Specification for Cleaning and Maintenance of Painted Aluminum Extrusions and Curtain Wall Panels 1979 AAMA  
300 CW-DG-1-79 Aluminum Curtain Wall Design Guide Manual 1979 AAMA  
301 TIR A4-78 Recommended Glazing Guidelines for Reflective Insulating Glass 1978 AAMA  
302 609.1-77 Voluntary Guide Specification for Cleaning and Maintenance of Architectural Anodized Aluminum 1977 AAMA  
303 607.1-77 Voluntary Guide Specifications and Inspection Methods for Clear Anodic Finishes for Architectural Aluminum 1977 AAMA  
304 608.1-77 Voluntary Guide Specifications and Inspection Methods for Electrolytically Deposited Color Anodic Finishes for

Architectural Aluminum
1977 AAMA  

305 603.7-76 Performance Requirements & Test Procedures for Pigmented Organic Coatings on Extruded Aluminum 1976 AAMA  
306 606.1-76 Voluntary Guide Specifications and Inspection Methods for Integral Color Anodic Finishes for Architectural Aluminum 1976 AAMA  
307 820.1-76 Test Method for Sealants 1976 AAMA  
308 803.3-76 Specification for Narrow Joint Seam Sealer for Use with Architectural Aluminum 1976 AAMA  
309 TIR A2-76 Design Wind Loads for Aluminum Curtain Walls 1976 AAMA  
310 CW-9-76 Design for Energy Conservation in Aluminum Curtain Walls 1976 AAMA  
311 TIR A3-75 Fire Resistive Design Guidelines for Curtain Wall Assemblies 1975 AAMA  
312 IGMA TR-

1000-75
NULL 1975 AAMA  

313 902.2-75 Sash Balances 1975 AAMA  
314 906.3-75 Specifications for Aluminum Sliding Glass Door Roller Assemblies 1975 AAMA  
315 605.1-75 Specification for High Performance Organic Coatings on Architectural Extrusions and Panels 1975 AAMA  
316 1403.2-75 Installation Specifications for Residential Aluminum Siding 1975 AAMA  
317 1402.3-75 Specifications for Aluminum Siding & High Performance Coatings for Aluminum 1975 AAMA  
318 701.2-74 Specification for Pile Weather Strip 1974 AAMA  
319 906.2-73 Specifications for Aluminum Sliding Glass Door Roller Assemblies 1973 AAMA  
320 1303.4-73 Specifications for Forced-Entry Resistant Aluminum Sliding Glass Doors 1973 AAMA  
321 1302.4-73 Specifications for Forced-Entry Resistant Aluminum Prime Windows 1973 AAMA  
322 1203.1-73 Test and Inspection Criteria for Commercial Swing Doors to Comply with South Florida Building Code 1973 AAMA  
323 1204.1-73 Performance Specifications for Aluminum Store Front Framing Systems 1973 AAMA  
324 303.2-73 Specification for Aluminum Mobile Home Windows 1973 AAMA  
325 CW-7-73 Installation of Aluminum Curtain Walls 1973 AAMA  
326 CW-5-72 A Brief History of the Aluminum Curtain Wall Design Details of Two Recent Buildings Fire Safety in High-Rise Curtain

Wall Buildings
1972 AAMA  

327 CW-6-72 Joint Sealants in Aluminum Curtain Walls 1972 AAMA  
328 402.8-72 Specification for Aluminum Sliding Glass Doors 1972 AAMA  
329 1102.6-72 Specifications for Aluminum Storm Doors 1972 AAMA  
330 1002.7-72 Specifications for Aluminum Combination Vertically Sliding or Horizontal Operating Storm Windows for External

Applications
1972 AAMA  

331 1002.8-72 Specifications for Aluminum Combination Vertically Sliding or Horizontal Operating Storm Windows for External
Applications

1972 AAMA  

332 1402.2-72 Specifications for Aluminum Siding 1972 AAMA  



333 1502.4-72 Standards and Tests for Thermally-Improved Aluminum Prime Windows and Sliding Glass Doors 1972 AAMA  
334 809.2-72 Specifications for Non-Drying Sealants for use with Architectural Aluminum 1972 AAMA  
335 604.1-72 Specification for Residential-Color Anodic Coating 1972 AAMA  
336 603.6-72 Performance Requirements & Test Procedures for Pigmented Organic Coatings on Extruded Aluminum 1972 AAMA  
337 808.2-71 Specification for Exterior Perimeter Sealing Compound for use with Architectural Aluminum (part of AAMA 801.1 -

809.2)
1971 AAMA  

338 805.2-71 Specification for Bonding Type Back Bedding Compound for use with Architectural Aluminum 1971 AAMA  
339 802.2-71 Specification for Ductile Back Bedding Compound for Use with Architectural Aluminum 1971 AAMA  
340 803.2-71 Specification for Narrow Joint Seam Sealer for Use with Architectural Aluminum 1971 AAMA  
341 906.1-71 Specification for Roller Assemblies for Aluminum Sliding Glass Doors 1971 AAMA  
342 CW-2-71 The Rain Screen Principle and Pressure-Equalized Wall Design Design Details of Three Recent Buildings 1971 AAMA  
343 CW-3-71 Primary Concerns in Aluminum Curtain Wall Design Guidelines for the Architect in Detailing the Wall Design Details of

Three Recent Buildings
1971 AAMA  

344 CW-4-71 Lockstrip Gaskets in Architectural Applications AAMAâ__s New Contract Addendum â__ An End to Inequities Design
Details of Two Recent Buildings

1971 AAMA  

345 1502.1-71 Specifications for Thermally Improved Aluminum Windows and Doors 1971 AAMA  
346 1403.1-71 Specifications for Installation of Residential Aluminum Siding 1971 AAMA  
347 1002.6-71 Specifications for Aluminum Combination Storm Windows 1971 AAMA  
348 1102.5-71 Specifications for Aluminum Combination Storm Doors 1971 AAMA  
349 1303.3-71 Standards for Forced-Entry Resistant Aluminum Sliding Glass Door 1971 AAMA  
350 1302.2-71 Specifications for Forced-Entry Resistant Hardware and Operational Hardware Load Testing Procedure for Aluminum

Horizontal-Sliding Windows and Aluminum Sliding Glass
1971 AAMA  

351 1302.3-71 Standards for Forced-Entry Resistant Aluminum Horizontal Sliding Windows 1971 AAMA  
352 402.7-71 Specification for Aluminum Sliding Glass Doors 1971 AAMA  
353 402.1-70 Specification for Thermally Improved Aluminum Windows, Doors & Curtain Walls 1970 AAMA  
354 1402.1-70 Specifications for Aluminum Siding 1970 AAMA  
355 1102.3-70 Specifications for Aluminum Combination Storm Doors 1970 AAMA  
356 1102.4-70 Specifications for Aluminum Combination Storm Doors 1970 AAMA  
357 1302.1-70 Specifications for Forced-Entry Resistant Hardware and Operational Hardware Load Testing Procedure for Aluminum

Horizontal-Sliding Windows and Aluminum Sliding Glass
1970 AAMA  

358 806.1-69 Specification for Bonding Type Back Bedding Glazing Tapes for use with Architectural Aluminum 1969 AAMA  
359 807.1-69 Specification for Oil Extended Cured Rubber Back Bedding Glazing Tapes for use with Architectural Aluminum 1969 AAMA  
360 804.1-69 Specifications for Ductile Back Bedding Glazing Tapes for Use with Architectural Aluminum 1969 AAMA  
361 1102.1-68 Specifications for Aluminum Combination Storm Doors 1968 AAMA  
362 402.6-68 Specification for Aluminum Sliding Glass Doors 1968 AAMA  
363 902.1-67 Sash Balances 1967 AAMA  
364 901.1-67 AAMA Sash Balance Specification 1967 AAMA  
365 603.3-67 Specification for Painting of Aluminum Extruded Products 1967 AAMA  
366 603.4-67 Specification for Organic Coatings for Aluminum Extruded Products 1967 AAMA  
367 602.2-67 Laboratory Qualification Procedures for Temporary Clear Protective Coatings for Aluminum 1967 AAMA  
368 402.5-66 Aluminum Sliding Glass Patio Doors 1966 AAMA  
369 402.4-65 Aluminum Sliding Glass Patio Doors 1965 AAMA  
370 302.4-65 Aluminum Windows Specifications 1965 AAMA  
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371 603.1-65 Specification for Decorative Painting of Aluminum Extruded Products 1965 AAMA  
372 302.3-64 Aluminum Windows Specifications 1964 AAMA  
373 402.3-64 Aluminum Sliding Glass Patio Doors 1964 AAMA  
374 402.2-63 Aluminum Sliding Glass Patio Doors 1963 AAMA  
375 302.1-62 Aluminum Windows Specifications 1962 AAMA  
376 402.1-62 Specification for Thermally Improved Aluminum Windows, Doors & Curtain Walls 1962 AAMA  


